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The application of evanescent photovoltaic (PV) fields, generated by visible illumination of
Fe:LiNbO3 substrates, for parallel massive trapping and manipulation of micro- and nano-objects is
critically reviewed. The technique has been often referred to as photovoltaic or photorefractive
tweezers. The main advantage of the new method is that the involved electrophoretic and/or dielec-
trophoretic forces do not require any electrodes and large scale manipulation of nano-objects can
be easily achieved using the patterning capabilities of light. The paper describes the experimental
techniques for particle trapping and the main reported experimental results obtained with a variety
of micro- and nano-particles (dielectric and conductive) and different illumination configurations
(single beam, holographic geometry, and spatial light modulator projection). The report also pays
attention to the physical basis of the method, namely, the coupling of the evanescent photorefrac-
tive fields to the dielectric response of the nano-particles. The role of a number of physical parame-
ters such as the contrast and spatial periodicities of the illumination pattern or the particle
deposition method is discussed. Moreover, the main properties of the obtained particle patterns in
relation to potential applications are summarized, and first demonstrations reviewed. Finally, the
PV method is discussed in comparison to other patterning strategies, such as those based on the
pyroelectric response and the electric fields associated to domain poling of ferroelectric materials.
VC 2015 AIP Publishing LLC. [http://dx.doi.org/10.1063/1.4929374]
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I. INTRODUCTION
The field of trapping and manipulation of micro- and
nano-objects, including molecules, living cells, bacteria, and
material crystallites or powders, is very active and offers
interesting possibilities in a variety of applications ranging
from nano-technology to photonics, biology, and biomedi-
cine.1–3 As an example, one may quote spatial localization
and orientation of nano-objects, structural and biological
modification of living organisms, and organization of large
assemblies in accordance with imposed external patterns.
The topic is also a fundamental issue in microfluidic technol-
ogy.4 Several strategies have been proposed and/or
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developed for such purposes that rely on optical, electrical,
electrokinetical, and pyroelectric methods. Well-known
examples of such strategies are atomic force microscopy
(AFM) and related microscopy methods,5–7 and optical trap-
ping by focused light beams8,9 (optical tweezers). A main
shortcoming of these techniques is that they cannot offer
high resolution and high throughput at the same time,
although new strategies such as holographic tweezers,1,10 are
able to overcome this problem. Another useful approach
uses the electrophoretic or dielectrophoretic forces associ-
ated to the imposed electric field patterns intended to gener-
ate the final arrangement of the nano-objects.11–14 This
strategy can be easily integrated in lab-on-chip devices.15
Following this strategy, domain structuring of ferroelectric
surfaces16–18 allows the use of the associated electrostatic
fields and/or suitable electrochemical reactions for manipula-
tion and patterning of molecules and nanoparticles.19–21
Pyroelectric fields in domain structured ferroelectric surfaces
have been also proposed to induce the dielectrophoretic
(DEP) forces required for nanoparticle patterning.22
A few years ago, a new method based on the high elec-
trostatic evanescent fields generated by visible illumination
of the surface of certain photovoltaic (PV) crystals, mainly
Fe:LiNbO3, has been proposed for manipulation of cells and
nano-objects. First tests of the method in the biomedical field
for killing tumor cells in cancer therapy23 have been demon-
strated and their potential for trapping and patterning of
nano-particles has been demonstrated.24–27 The method,
which has been designated as photorefractive (PR) or photo-
voltaic tweezers, relies on the electric fields generated under
illumination in photorefractive crystals28,29 mainly by the
bulk photovoltaic effect.30 The induced spatial electric field
distribution is closely correlated with the light distribution.
The corresponding evanescent fields extending outside the
illuminated sample may act on either charged (electrophore-
sis) or neutral (dielectrophoresis) particles deposited on the
sample surface. Theoretical formalisms to calculate the
evanescent electric fields, mostly caused by the photovoltaic
effect, and to discuss the performance of PV tweezers have
been recently developed.31,32 Reference 31 also includes a
brief comparison with the performance of conventional opti-
cal tweezers. The main advantage of the new procedure is
that the electrophoretic and dielectrophoretic forces associ-
ated to the PV electric fields do not require deposition of any
electrodes and, moreover, parallel manipulation and flexible
patterning of micro- and nano-objects can be achieved by
using the imaging capabilities of light. Furthermore, the
light-induced electric patterns can be erased thermally or by
homogeneous illumination allowing for pattern reconfigura-
tion and switching. In this sense, the PV method appears
more convenient and flexible than those based on the capa-
bilities of ferroelectric domain structuring.33–35
LiNbO3 is a reference material
36 for electrooptic, non-
linear, photovoltaic, and photorefractive applications. A
number of books are available on those subjects.28–30,37
Specifically, for the trapping and patterning methods, dis-
cussed in this report, Fe:LiNbO3 is, so far, the photovoltaic
material presenting the highest PV electric fields (up to
2 105V/cm, Refs. 30 and 38) along the polar c-axis. They
are produced during illumination with a suitable light wave-
length corresponding to optical transitions of the Fe2þ donor
impurity. Other transition metal impurities, such as Cu and
Mn, could also be used although the reported photovoltaic
fields are somewhat lower.34,39 Recently, high PV electric
fields have also been observed in undoped congruent
LiNbO3 at high light intensities (>100W/cm
2) due to lattice
defects (e.g., Nb antisites)40–43 but they have been much less
investigated. Moreover, to be exhaustive one should, here,
mention a few papers that have also reported on a high PV
current observed in undoped LiNbO3 under X-ray excita-
tion.44–46 Although this effect might extend the capabilities
of the method, there are only a few reports available and will
not be further discussed in our present review. It is remark-
able that in spite of the extensive effort devoted in the past to
understand and exploit the PR and PV effects, their possible
application to particle trapping and manipulation is very
recent, although the reported results show a great technologi-
cal potential.
The purpose of this work is to present a critical overview
about the reported work on the use of light-induced photovol-
taic evanescent fields in Fe:LiNbO3 to induce trapping and
patterning of nano-particles deposited on its surface. So far,
the set of reported results on the method is still limited and
many of its consequences and implications have not been
explored and/or experimentally demonstrated. However,
although the topic is still young, we feel that it is appropriate
at this stage to present the capabilities of the method to stimu-
late new developments and applications. We start the review
with Section II, devoted to describe the physical basis of the
PV technique and proposed theoretical models, which pro-
vides a convenient scheme to deal with different aspects on
the operation of PV tweezers. Section III describes different
reported experimental configurations and procedures. In
Section IV, we summarize the main experimental realizations
on particle trapping and patterning. The role of different geo-
metrical and physical parameters is stressed and the specific
properties of the generated patterns are discussed. 1D and 2D
patterns are considered separately. To complete the analysis in
Section V other alternative methods using LiNbO3, such as
those based on UV illumination of periodic poling of the
structure (PPLN)35,47 or in the pyroelectric (PY) effect,22,48,49
will be briefly discussed for comparison purposes. In Section
VI, a variety of applications of PV tweezers that are mostly in
a preliminary stage, are reviewed. Finally, Section VII stands
out the promising capabilities of the trapping, manipulating,
and patterning, of nanoparticles for useful devices in a number
of technological areas.
II. PHYSICAL BASIS AND THEORETICAL
DESCRIPTION
A. The bulk photovoltaic effect in LiNbO3
The method for nano-particle manipulation to be dis-
cussed in the present review is based on the bulk PV effect
occurring in LiNbO3 as well as in other non-centrosymmetric
dielectric crystals.30,50 Therefore, it is appropriate to start with
a brief summary of the PV effect for LiNbO3, suitably doped
with transition metal impurities, such as iron, which induces
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the largest effect. Iron doping introduces two valence states,
þ2 and þ3, whose concentrations keep a certain reduction
ratio (r¼ [Fe2þ]/[Fe3þ]), depending on the total concentration
and doping method. Visible illumination induces an asymmet-
ric excitation of electrons30 from the Fe2þ donor centers along
the ferroelectric trigonal (poling) axis as it is schematically
illustrated in Figure 1(a). This PV effect is a consequence of
the non-centrosymmetric crystal lattice (point group 3m)
around the absorbing iron atom. The directional electron exci-
tation generates a photovoltaic current density jPV that can be
written as
jPV ¼ ealPVI ¼ esDlPVI; (1)
I being the light intensity (photon flux per unit time), a being
the absorption coefficient, s being the photoinization cross
section of donors, D being the donor concentration ([Fe2þ]),
and lPV being the PV drift length (1–5 A˚). The microscopic
basis of the effect is the abrupt generation of an elementary
electrical dipole moment, pPV¼ elPV, associated to the exci-
tation of a Fe2þ donor center after absorption of one single
photon. The PV asymmetrical photoionization is followed by
charge migration and redistribution due to electron re-
trapping at acceptors Fe3þ centres. Under open circuit condi-
tions, this charge transport process generates a correlated
space-charge field, both, inside and outside (evanescent field)
the sample, which is schematically drawn in Figure 1(b).
The field inside the sample writes
EPV ¼ jPV
eln
; (2)
where l is the electron mobility and n is the density of
excited electrons that can be written as
n ¼ sID
cA
; (3)
A being the acceptor concentration ([Fe3þ]) and c being the
trapping coefficient of acceptors. Taken into account (1) and
(3), expression (2) for the PV field becomes
EPV ¼ lPVAlc : (4)
Then, the magnitude of the field depends on the total iron
concentration and the oxidation-reduction via the concentra-
tion of acceptor [Fe3þ]. This PV field modifies the refractive
index of the material through the electrooptic effect (photo-
refractive effect). The high photovoltaic fields of Fe:LiNbO3
seem to be related to its low electron mobility together
with a high PV drift length for the iron impurities. The
absorption spectrum of Fe2þ, which determines the effi-
ciency of the PV effect (through the photoionization cross
section s), covers the range from 350 to 600 nm and it has a
peak at k¼ 480 nm (see Figure 1(c)). Other impurities like
Mn or Cu also show a (smaller) PV effect in a different spec-
tral range.39 The temporal dynamics (response time) depends
on the light intensity, the electrical transport parameters, i.e.,
the electronic mobility, and the ratio [Fe3þ]/[Fe2þ]. More
details about the PR effect can be consulted in suitable Refs.
30, 37, and 51.
B. Photovoltaic evanescent fields
PV tweezers operation is based in the action of light
induced PV electric fields close to the crystal surface.
Therefore, it is important to model these edge fields that we
will call evanescent fields so far. It is worth to note that,
although the theoretical description of the PV fields inside the
crystal has been extensively addressed in connection with the
photorefractive effect, little effort has been devoted to the
evanescent fields. In Section IIB 1, we will pay attention to
the reported theory for sinusoidal illumination,31,52 largely
used in previous experiments, while the general case of arbi-
trary illumination patterns53 will be dealt in Section IID.
1. Sinusoidal intensity profile and spatial harmonics of
the PV field
Experiments performed under a periodic light intensity
profile (holographic experiments) acting on the XY face (see
Figure 2) of a slab sample, e.g.,
I ¼ I0ð1þ m cos KxÞ; (5)
are well suited for quantitative analysis. Z is the normal to
the slab, X is the PV (poling) axis that coincides with the tri-
gonal crystallographic axis (c-axis) of LiNbO3 and m
(0<m< 1) is the modulation index or light contrast of the
illumination pattern. In accordance with the standard photo-
refractive model that describes the build-up of the light-
induced space charge, significant electric fields develop
inside the sample and extend as evanescent fields into the
surrounding medium. The problem of the charge transport
giving rise to light induced electric fields in PR materials
taken into account edge effects is not at all simple as
described in a number of papers.54,55 In addition, most for-
malisms neglect nonlinear contributions to charge transport
what is only a good approach for low light contrast
FIG. 1. (a) Diagram illustrating the PV
mechanism. (b) Schematic representa-
tion showing the evanescent PV fields
generated under light excitation. (c)
Absorption spectrum for LiNbO3:Fe.
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conditions (m  1) that is not convenient for particle trap-
ping. We will present here the formalism developed in Refs.
31 and 52 for PV tweezers, which considers separately the
cases of low light contrast and high light contrast m.
a. Low light modulation. For low m values, a linear
approximation to carrier transport equations applies and si-
nusoidal space charge fields are developed inside the crystal.
Then, under steady-state conditions, the field profiles inside
the crystal (z< 0) including edge effects (near the interface)
write for the common case of dominant PV field
EX;in x; zð Þ ¼ mEPV 1 eKz emem þ e
 
cosKx; (6a)
EZ;in x; zð Þ ¼ mEPV emem þ e e
Kz sinKx; (6b)
where EPV is the photovoltaic field and e and em are the static
dielectric constants of the PV material and surrounding me-
dium, respectively. Both field components linearly depend
on the light modulation and they present a p/2 phase mis-
match. The evanescent fields (z> 0) are readily derived
through the boundary conditions at the interface and write
EX;out x; zð Þ ¼ mEPV eem þ e e
Kz cosKx; (7a)
EZ;out x; zð Þ ¼ mEPV eem þ e e
Kz sinKx: (7b)
Note that outside the crystal both components have the same
modulus and decrease exponentially with the distance z to
the crystal surface. Taking into account that for LiNbO3,
e¼ 30e0 and for common values of the relative dielectric
permittivity of the surrounding medium, not far from that
of air, the magnitude of the evanescent PV field near the
surface roughly equals the bulk PV fields. The field vec-
tors near the surface of a PV crystal are illustrated in
Figure 2.
b. High light modulation: Spatial harmonics of the PV
field. In many experiments, light intensity profiles with high
contrast (m close to 1) are used to achieve high electric fields
and then, Eqs. (7a) and (7b) for the evanescent fields are no
longer valid. One, then, has to take into account the nonli-
nearities of the charge transport equations describing the
photorefractive response.32,56,57 In this case, the space
charge fields present harmonic contributions with K vectors
that are multiple of the fundamental K of the light. The
impact of this aspect on the PV tweezers has been also
addressed in Refs. 31 and 52, considering an approximation
that keeps the fundamental and the second harmonic compo-
nents. The result indicates the importance of the presence of
harmonics on the trapping and patterning processes. Up to
second order in the harmonic expansion, the expressions for
the evanescent fields become
EX;outðx; zÞ ¼ EKeKz cosKx  E2Ke2Kz cos 2Kx þ ;
(8a)
EZ;outðx; zÞ ¼ EKeKz sinKx þ E2Ke2Kz sin 2Kx þ ; (8b)
where the evanescent fundamental and second harmonic
amplitudes have the same relation with the corresponding
bulk components as in Eqs. (6) and (7).
C. Photovoltaic tweezers: Forces on particles
The PV evanescent fields induce electrical forces on ei-
ther the particles that are electrically charged (electropho-
retic forces ~f ep¼ q~E) or those neutral that become polarized
by the field (dielectrophoretic forces). These forces allow the
manipulation and trapping of micro and nano-objects provid-
ing a new kind of optoelectronic tweezers, which is fre-
quently designated as photovoltaic tweezers. Most work has
been performed on dielectrophoretic forces that require a
more elaborated analysis described below.
1. DEP forces
The DEP force acting on a neutral dielectric particle
placed close to the sample surface is
~f ¼ ~rð~p  ~EÞ; (9)
~p being the dipolar momentum of the particle induced by the
evanescent field ~E. Due to the crystalline and/or geometrical
anisotropy of particles, the dipolar momentum induced by
the electric field obeys, in general, a tensor expression
pi ¼ e0aijEj; (10)
aij being the second order polarizability tensor of the particle
and e0 being the vacuum permittivity.
In the very relevant case of spherical and crystallograph-
ically isotropic particles and assuming the Rayleigh approxi-
mation (particle radius R  K¼ 2p/K), the polarizability
becomes a scalar ap and writes
31
ap ¼ 6Vem ep  emep þ 2em ; (11)
V¼ 4pR3/3 being the volume of the particle and em and ep
being the relative dielectric permittivities of the host medium
FIG. 2. Illustration of the evanescent photovoltaic electric fields E (repre-
sented by arrows) generated by a sinusoidal light pattern obtained by inter-
ference of two light beams.
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(often air) and particle, respectively. For highly conductive
particles (e.g., metals) jepj  em, the above equation leads to
ap ¼ 6Vem: (12)
One should put some caution on these expressions, (11)
and (12), since the close presence of the substrate material
may impose some small anisotropy on the polarizability
ap.
58
For this isotropic case:
~f ¼ ~rU ¼ ~rðe0apE2Þ; (13)
U¼e0apE2 being the DEP potential energy.
Using expression (13) with expressions (8a) and (8b) for
the evanescent fields, one obtains for the components of the
force perpendicular fZ and parallel fX to the crystal substrate
fZ ¼ e0K2apE2K e2Kz þ 3
E2K
EK
e3Kz cosKx
 
; (14a)
fX ¼ e0K2apEK2E2K
EK
e3Kz sinKx: (14b)
Both components increase linearly with K. The parallel
component fX has only one sinusoidal term with the same pe-
riod of light K, which linearly depends on d¼E2K=EK. On
the other hand, the vertical component fZ has also a sinusoi-
dal term linearly dependent on d but p/2-shifted with regard
to fX, and a homogeneous term independent of d. It is inter-
esting to highlight that for low modulation (m< 0.2), d 0
and only the homogeneous vertical (attractive) term remains,
leading to spatially homogeneous trapping. Then, the use of
low m values provides a procedure to obtain homogeneous
particle trapping on the substrate. For higher modulation,
i.e., for a non-negligible d, the two components have sinusoi-
dal terms that give rise to periodic particle patterns with the
same periodicity of the exciting light. Moreover, Eq. (14a)
for fZ implies that for high enough d, the illuminated pattern
presents alternative regions with repulsive (fZ> 0) and
attractive forces (fZ< 0), as illustrated in Figure 3. There, the
normalized vertical force component fZ/f0 (f0¼ e0K2apE2K) as
a function of the spatial coordinate x is plotted for three d
values, 0.2 (blue dotted line), 1/3 (black dashed line), and
0.4 (red solid line). The value d¼ 1/3 is a threshold that sep-
arates two different regimes. For d< 1/3, the homogeneous
term in expression (14a) dominates and so the vertical com-
ponent is attractive (i.e., fZ/f0< 0) throughout the whole pe-
riod. For d> 1/3, the sinusoidal term is the largest one and
consequently there is a region in the middle of the period for
which the force on particles is repulsive (as indicated by the
arrows in Figure 3). Consequently, one can conclude that the
value of d, controlled by the light modulation, is a key pa-
rameter to optimize the contrast of the patterns.
Finally, it is worthwhile remarking that the two fX and fZ
components decay exponentially with the distance z as clearly
seen in Eqs. (14a) and (14b). For the sinusoidal terms, the
decay constant is 3K and for the homogeneous term is 2K. On
should note that the decays are faster for the DEP forces than
for the electrophoretic ones whose decay constant is K.
In many cases, one uses particles having crystallo-
graphic (structural) anisotropy or non-isotropic shapes (geo-
metrical anisotropy) making the effective polarizability aij a
second-order tensor. Generally, the later type is the most
common source of anisotropy. Many smooth shapes can be
approximately represented by an ellipsoid having three prin-
cipal axes and different polarizabilities along them. When
the particles are attracted to the surface of a PV sample the
DEP forces acting on them would depend on the relative ori-
entation of their axes (u, v, w) versus the macroscopic axes
X, Y, Z of the experiment (see Figure 4) and can be calcu-
lated through the more general formula
fl ¼ e0rlðaijEjEiÞ; l; i; j ¼ 1; 2; 3: (15)
A main effect of these forces is to align the particle axes
along the macroscopic axes of the experiment. A simple case
for analysis corresponds to the particles that present a rota-
tional symmetry axis. For example, for disk-shaped par-
ticles37 deposited on the surface, having its u, v axes in the
disk plane coinciding with the X, Y axes of the substrate. The
tensor components of the polarizability write
axx ¼ ayy ¼ Vðep  emÞ; (16a)
FIG. 3. (a) Normalized vertical fZ/f0 and (b) horizontal fX/f0 force compo-
nents as a function of the spatial coordinate x along the c-axis for exposure
to a sinusoidal light pattern and three different values of d¼E2K/EK: 0.2
(blue dotted line), 1/3¼ 0.33 (black dashed line), and 0.4 (red solid line).
The arrows indicate (a) the region of repulsive fZ and (b) the direction of fX
in each region. Reprinted with permission from Matarrubia et al., J. Phys. D
47, 265101 (2014). Copyright 2014 Institute of Physics.
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azz ¼ Vem ep  emep : (16b)
On the other hand, for rod-shaped particles, taking Z along
the cylindrical axis
axx ¼ ayy ¼ 2Vem ep  emep þ em ; (17a)
azz ¼ Vðep  emÞ: (17b)
Let us focus for simplicity on the structure of DEP
forces acting on disk-shaped particles. Assuming that all par-
ticles have their principal axes oriented along the axes
(X,Y,Z) of the experimental configuration (see Figure 2), the
corresponding DEP forces, Eq. (12), become up to the sec-
ond harmonic in the field profile
fZ ¼ e0KE2Ke2Kz½ðaXX þ aZZÞ þ 2ðaXX  aZZÞ cos 2Kx	
3e0KE2Kd e3Kz½ðaXX þ aZZÞ cosKx
þ ðaXX  aZZÞ cos 3Kx	; (18a)
fX ¼ e0KE2Ke2KzðaXX  aZZÞ sin 2Kx
e0KE2Kd e3Kz½ðaXX þ aZZÞ sinKx
þ 3ðaXX  aZZÞ sin 3Kx	: (18b)
In this case, the expressions have more harmonic terms
whose relative importance depends on particle anisotropy
through (aXX-aZZ) and on the light modulation via
d¼E2K=EK. It is important to remark that in this case at low
m (i.e., negligible d) there is still particle structuring with a
periodicity K/2 at difference with the isotropic case.
In summary, the theoretical model predicts a key role of
higher harmonics (via d¼E2K=EK) what will be confirmed
when discussing experiments. Depending on volume and
permittivity of the deposited particles, DEP forces can easily
reach values well above gravity forces (up to a factor 103).
For example, they are around 10 pN for particles having a
volume V¼ 1 lm3 and lying at a high field grating region
(50 kV/cm).
On the other hand, the expressions for the polarizabil-
ities (Eqs. (10), (15), and (16)) offer a clear indication of the
competing role of the particle dielectric constants and the
surrounding medium. In particular, if they are equal the DEP
forces extinguish.
D. Arbitrary intensity profiles
The theoretical description of Sections II A–II C is
restricted to sinusoidal illumination and considers only the
fundamental and second order harmonic terms, neglecting
higher order components of the PV fields. However, the PV
tweezers can use 2D arbitrary light intensity patterns and a
more general approach is necessary to accurately describe
particle patterning. To this end, Arregui et al.53 have devel-
oped a numerical tool to analyze the EP and DEP particle
trapping for arbitrary light patterns avoiding the previous
assumptions. It is based on an iterative finite differences
algorithm that calculates all the relevant magnitudes in two
steps: (i) first, the space charge field inside the crystal is cal-
culated and (ii) second, the corresponding evanescent fields
and the DEP potential are obtained. Particles should trap in
the minima of this potential so that from it one can inferred
the main features of the particle patterns. Note that the main
restriction of this formalism is that the calculated the DEP
potential is only valid for isotropic particles. The algorithm
is applied to a number of 1D and 2D light patterns including
sinusoidal and Fresnel lens-type illumination, a Gaussian
beam, and the interference of two Gaussian beams. The theo-
retical predictions are compared with appropriate experi-
ments showing very good overall agreement. Moreover, the
results derived from that rigorous formalism, for sinusoidal
illumination at low and high light modulation, coincide with
the prediction of Section II C obtained with the simple ana-
lytical model giving a further support to its applicability.
E. Final remarks on the theoretical formalism
There are a number of aspects of the problem that have
been, so far, ignored in the current theory for PV particle
trapping. First, all theoretical results correspond to the sta-
tionary situation and it does not consider the dynamics of the
process. In addition, the model describes the PV tweezers
operation when the polar axis of the substrate and then the
PV field are parallel to the crystal surface (x- and y-cut sub-
strates). This is the ordinary situation in previous works that
we will call parallel configuration. However, very recently, a
new geometry, with the polar axis normal to the surface (i.e.,
using z-cut substrates), has been used. A first theoretical for-
mulation has been already reported59 for this geometry,
which we will call perpendicular configuration.
Another aspect to consider has to do with the particular
deposition method and the nature of the depositing (sur-
rounding) medium. In particular, other forces acting on the
process such as adhesion forces to the substrate and forces
among particles (that may be comparable with the DEP
forces) and Brownian motion (particularly in the case of
liquids) have not been considered. In fact, the PV tweezers
operation includes two physical processes, PV field build-up
and particle deposition, which can be either sequential or
FIG. 4. Schematic representation showing the axes of an anisotropic particle.
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simultaneous. In the former case, the dynamics of particles
can influence the PV field build-up. In the sequential case,
dealing with low light intensities, buoyancy, and Marangoni
forces that have been shown to be relevant in optical tweez-
ers is not expected to be significant. Anyhow, all those points
should deserve further attention in future work and would
require new specific experiments that could be very relevant
in some of the prospective applications to be discussed in
Sections IVD and V, particularly in relation to particle drag-
ging and pattern reconfiguration.
III. EXPERIMENTAL PROCEDURES
The operation of PV tweezers involves the deposition
and ordered arrangement of micro and nano-objects on pho-
tovoltaic substrates illuminated by visible light patterns. Let
us review separately the different experimental aspects of
the process.
A. Photovoltaic substrates
In most cases, the PV substrates are x- or y-cut
Fe:LiNbO3 plates containing the photovoltaic c-axis. The
total iron doping is high, in the 100–1000 ppm range, to
obtain high PV fields (10–100 kV/cm). In turn, the oxidation/
reduction state of the substrate, i.e., the ratio (r¼ [Fe3þ]/
[Fe2þ]), strongly influences the PV response because the
time constant s for the build-up of the PV fields is propor-
tional to r. For example, Esseling et al.60 have modified the
oxidation-reduction state r obtaining a decrease of the s
value of about one order of magnitude (a few seconds for
relatively low intensities of 200 mW/cm2). In addition to the
standard x- and y-cut plates (parallel configuration), the z-cut
substrates (perpendicular configuration) have also been very
recently used. The two configurations, parallel and perpen-
dicular, are schematically drawn in Figure 5.
Although samples of Fe-doped LiNbO3 are the most
used for PV particle trapping, other types of LiNbO3 sub-
strates, even undoped crystals relying on NbLi intrinsic
defects40–43 may be the useful options for future work.
Another novel approach recently reported61 is the use of
Fe:LiNbO3 optical waveguides as substrates for the PV
tweezers operation. Specifically, the particle trapping has
been demonstrated for two types of Fe:LiNbO3 planar wave-
guides, proton-exchanged62 and swift-heavy ion irradiation63
guides. Apart from LiNbO3, another photorefractive crystal,
BSO (Bi12SiO20), has also been successfully used as sub-
strate for light-induced particle trapping.64 This material
does not have a photovoltaic effect as LiNbO3, and it is nec-
essary to apply an external electric field to produce the sepa-
ration of photo-induced charges. The main advantage of
using this crystal is the faster time response (at least one
order of magnitude shorter than the fastest reported experi-
ments with Fe:LiNbO3), although the obtained patterns are
less defined than those obtained in that crystal.
B. Illumination schemes
In order to induce PV fields different types of illumina-
tion set-ups have been used in the experiments reported so
far. The first and simplest one consists of illuminating the
material with a single beam either directly or through a
mask. Illumination with incoherent sun light has been also
reported.52 More often, experiments use a holographic con-
figuration. The typical set-up is schematically illustrated in
Figure 6. The light sources used were He-Ne (633 nm), Ar-
ion (488 nm), or frequency-doubled Nd:YAG (532 nm) lasers
with typical intensities in the range of 1–100 mW/cm2. The
lasers beams are expanded to achieve a homogeneous inter-
ference pattern. This holographic configuration allows creat-
ing sinusoidal periodic light patterns with periods ranging
from a few hundred nanometers to hundreds of micrometers.
A third illumination scheme for the generation of PV
electric fields, first utilized by Esseling et al.,27 involves the
projection of an image generated by a spatial light modulator
(SLM). This lighting system is very useful to handle arbi-
trary 2D light patterns. Finally, as previously mentioned,
guided light has been also used in some experiments.61 The
illumination pattern is generated by interference of two laser
beams coupled into the waveguide through a rutile prism
(see Figure 7). Waveguides offer an additional advantage
since light confinement at the micrometer scale allows for
FIG. 5. Schematic representation of the parallel and perpendicular configu-
rations showing the distribution of charges inside the crystal under homoge-
neous illumination of its surface.
FIG. 6. Experimental setup for holo-
graphic illumination. P polarizer, BE
beam expander, L lens, BS beam split-
ter, and M mirrors. Reprinted with per-
mission from Burgos et al., Opt.
Mater. 35, 1700 (2013). Copyright
2013 Elsevier.
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high light intensities (kW/cm2) and so, shorter PV response
times.
C. Particles and deposition methods
A variety of micro and nanoparticles, either commer-
cially available or prepared by crushing or chemical meth-
ods, have been used in reported experiments. They include
dielectric materials as polystyrene,24 chalk (CaCO3),
25,31 sil-
icon carbide,25 semimetals as graphite,27,52 and metals such
as aluminium and silver.26,65 Anisotropic (graphite and
CaCO3) as well as isotropic spherical particles (polystyrene,
Ag, and Al) have been used. The particles had linear dimen-
sions or diameters ranging from 1 lm (CaCO3, graphite,
and polystyrene) to 70–80 nm (Ag and Al). Prior to particle
deposition, the LiNbO3 samples might be coated with an
antireflection coating,25 although in most cases the surface is
not subjected to any physical or chemical treatment.
A relevant issue, not sufficiently understood, is the role
of the host medium where particles are embedded and the
deposition method. A schematic representation of the differ-
ent reported methods is shown in Figure 8. Particles have
been deposited not only in air25,52 or from a liquid suspen-
sion, mostly organic (hexane and tetradecane),26,27,65 but
also from an aqueous solution.24,66,67 When using deposition
in air, two possibilities has been reported: the particles are
sprayed on the sample (Figure 8(a)) or they are deposited
homogeneously on the sample and, then, they are blown
from the top to remove those ones that are not firmly
attached to the surface (Figure 8(b)). In the case of using a
liquid suspension of particles, either a drop is deposited on
the surface (Figure 8(c)) or the whole substrate is introduced
in the liquid (Figure 8(d)). Illumination and deposition of the
particles can be done either simultaneously or sequentially
and in both cases particle structuring has been achieved. The
sequential method is experimentally simpler but for real time
manipulation simultaneous operation is obviously necessary.
IV. EXPERIMENTAL RESULTS ON TRAPPING AND
PATTERNING
Most experiments have been performed using the paral-
lel configuration (substrate polar axis parallel to the surface),
except those of Section IVC 1 that is devoted to a few recent
results performed under the perpendicular configuration.
Next, we will describe the main experimental results classi-
fied according to the used illumination scheme.
A. Single beam experiments
The reported results using single beam illumina-
tion,31,52,67 namely, a Gaussian laser beam or an homoge-
nous beam (expanded laser beam or sun light), through a
rectangular mask, have provided a first qualitative insight
into the physics of trapping. Figure 9 shows illustrative
results of the trapping pattern obtained with CaCO3 micro-
particles and the light illumination patterns mentioned
above. In all cases, the deposited particles concentrate on the
extremes of the illuminated region where the charges excited
by light become accumulated. The clear symmetric particle
pattern observed is an indication that the DEP forces are act-
ing on neutral particles. For uniformly charged particles, one
would expect that they should concentrate only in one of the
two boundaries depending on the sign of the charges. In
other words, this illumination configuration is useful to dis-
tinguish between the DEP forces acting on neutral particles
and the EP forces that act on charged particles.
Finally, some experiments use one beam illuminating a
binary stripe pattern as reported in Refs. 25 and 64.
B. Holographic configuration for one-dimensional
patterning
The first experiments of particle trapping and patterning
using photovoltaic fields in LiNbO3 were made illuminating
with light fringes obtained by the interference of two laser
beams (holographic configuration).24,25 This illumination
has been often used because its suitability to obtain 1D peri-
odic patterning. In addition, it is particularly appropriate to
investigate the influence of the different experimental param-
eters in connection with the theoretical model.
FIG. 7. Experimental setup for holographic illumination through an optical
waveguide to allow for particle deposition on its surface. Reprinted with per-
mission from Jubera et al., Opt. Lett. 39, 649 (2014). Copyright 2014
Optical Society of American.
FIG. 8. Illustration of the particle dep-
osition methods in air ((a) and (b)) and
using a liquid suspension ((c) and (d))
(see text).
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Figure 10 shows a representative result under sinusoidal
illumination with a period K¼ 220 lm taken from Ref. 25.
The particles were deposited on the surface and after PV re-
cording the particles not attached were blown away. The
fringes of chalk particles can be clearly seen and show a spa-
tial period that is double than that of the light pattern.
However, in the experiment by Sarkisov et al.24 using poly-
styrene microspheres, the light and particles patterns present
the same periodicity (K¼ 12 lm). Other reported results
reproduce this discrepancy obtaining either double64 or the
same periodicity of sinusoidal light excitation.31,67 This
issue, which is relevant because it has implications regarding
the fidelity of the technique replicating the light pattern, has
been analysed in Refs. 52 and 68. Taking into account the
theoretical framework exposed in Section II, the authors pro-
vide an explanation to those experimental results as a conse-
quence of the isotropy/anisotropy of the particles and the
deposition method. If the particles are first homogenously
distributed on the substrate and then blown away, only those
anchored by the vertical trapping forces remain on the sur-
face, and constitute the final observed pattern (2K spatial pe-
riod). However, when the particles are deposited by spraying
in air beneath of exposed surface, the evanescent fields may
act time enough to align the particles along them and, conse-
quently, they behave as isotropic particles. When using dep-
osition from a liquid suspension the actual situation may be
intermediate, and some particles are expected to be aligned
along the field together with particles without any preferred
orientation. Experiments showing these effects have been
reported in those works and illustrated in Figure 11, where
graphite micro-flakes and high light modulation is used. The
periodicity of the particle pattern is clearly the same as that
of the light for particles sprayed in air (Figure 11(a)),
whereas one observes half the period of the light for particles
that have been blown away after direct homogeneous deposi-
tion (Figure 11(b)). For particles suspended in a liquid solu-
tion (see Figure 11(c)), the situation appears analogous to
that for the first case. However, the mean free path between
collisions is much shorter in the liquid than in the air and so
the alignment effect may be less effective.
Finally, it is worth to mention that holographic experi-
ments have also been performed by coupling the two interfer-
ence beams in a Fe:LiNbO3 waveguide
61 using the
experimental setup schematically shown in Figure 7. Good
patterns with the same periodicity of light have been obtained
for spherical aluminum nanoparticles with an illumination
time as short as 3 s using I¼ 700W/cm2. This configuration
may be particularly useful in microfluidics and for combina-
tion with integrated optical devices (see Section VI).
1. Role of the light modulation and particle anisotropy
The theoretical model predicts a key role of the modula-
tion index m of the exciting light in the trapping and pattern-
ing process that is cross correlated with particle anisotropy
(see Section II). A recent detailed work65 has corroborated
this prediction using holographic experiments with spherical
isotropic (Al and Ag) particles, and anisotropic flake-shaped
(graphite) particles. Main experimental results are resumed
in Figure 12.
FIG. 9. Photograph of the patterns
obtained with CaCO3 microparticles
under single beam illumination: (a)
Gaussian laser beam (k¼ 532 nm). (b)
Expanded Gaussian laser beam and (c)
homogeneous beam of sun light, pass-
ing through a rectangular slit. (a) and
(c) Reprinted with permission from
Burgos et al., Opt. Mater. 35, 1700
(2013). Copyright 2013 Elsevier. (b)
Reprinted with permission from
Mu~noz-Martınez et al., Opt. Mater.
Express 5, 1137 (2015). Copyright
2015 Optical Society of American.
FIG. 10. (a) Photograph showing fringes of chalk particles trapping on
LiNbO3:Fe after sinusoidal illumination. (b) Relative density of particles
(solid line) has been drawn together the light amplitude pattern used (dashed
line). Reprinted with permission from Appl. Phys. Lett. 90, 241909 (2007).
Copyright 2007 AIP Publishing LLC.
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According to the theoretical description, for isotropic par-
ticles (Al) and high light modulation (m 0.9) well defined
patterns having the periodicity of the light have been recorded,
as it is shown in Figure 12(c). On the other hand, in the case
of low index modulation (m¼ 0.2), there is no observable pat-
terning, as clearly seen in Figure 12(a), but only homogeneous
trapping because only the homogeneous and attractive vertical
force component is non-negligible (i.e., E2K 0 in Eq. (14a)).
The existence of PV homogeneous trapping is, indeed, con-
firmed from a comparison with a reference experiment in the
absence of illumination (inset in Figure 12(a)). An intermedi-
ate situation is recorded for a value m¼ 0.5 (Figure 12(b)).
For anisotropic particles, the two DEP force components
(longitudinal and vertical to the surface) present one structuring
term grating vector 2K (i.e., K/2 spatial periodicity). Resulting
patterns are illustrated for anisotropic graphite particles using a
light grating period of 55lm and indexes modulation m¼ 0.5
and m¼ 0.9 (Figures 12(d) and 12(e), respectively). The 2K
structuring term can be distinguished, specially, in Figure 12(e).
2. Role of light period: Spatial resolution
So far, most experiments have used light grating periods
of 100–500 lm (Refs. 25–27 and 69) for the light excitation,
although much smaller gratings should be achievable, partic-
ularly, in reflection holographic configurations for which the
smaller light period is K/2, i.e., about 200 nm. It is clear
that particles of small size, in the nanometric range, must be
used to get patterning with those very short periods, since
the relevant parameter to characterize the longitudinal reso-
lution of the pattern is d/K. In fact, the requirements on the
size of the particle are, even, tougher because the vertical
decay range of patterning DEP forces falls rapidly with the
distance z to the surface as exp(3z/K) (see Eq. (14)) so that
the total trapping force on the particle becomes strongly
reduced when its diameter is comparable to K. Taking into
account these theoretical aspects and then using small par-
ticles of nanometric size (d 70 nm), much smaller particle
pattern periods up to 4lm have been recently reported (see
Figure 13).65 In fact, with further optimization, submicrome-
ter periods could be very likely obtained.
3. Electrophoretic 1D patterns
While the PV DEP trapping has been largely investi-
gated as described so far in this review, works reporting 1D
electrophoretic trapping of charged particles are very scarce,
probably because the range of applications with neutral
FIG. 11. Patterns obtained with graphite microparticles using different deposition methods. (a) Particles sprayed in air beneath the exposed surface. (b)
Particles homogenously deposited on the surface and, subsequently, blown away. (c) The substrate is immersed in a hexane suspension of the particles. For (a)
and (b), the spatial period of light distribution was 30lm, while for (c) was 50lm. In all cases, the light contrast is m 1. Reprinted with permission from
Burgos et al., Opt. Mater. 35, 1700 (2013). Copyright 2013 Elsevier.
FIG. 12. Particle patterns obtained under sinusoidal illumination for Al ((a)–(c)) and graphite ((d) and (e)) and different light modulations (a) m¼ 0.2, (b) (d)
m¼ 0.5, and (c) and (e) m¼ 0.9. The light periods are 18 and 55lm for Al and graphite patterns, respectively. The inset of (a) shows a control experiment
without illumination (see text). At the bottom of each image, the corresponding averaged particle concentration profile along the c-axis direction is shown.
Reprinted with permission from Matarrubia et al., J. Phys. D 47, 265101 (2014). Copyright 2014 Institute of Physics.
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particles is larger. In Ref. 26, first successful experiments
under sinusoidal illumination with charged micrometric par-
ticles are reported. On the one hand, they carried out experi-
ments with only positively charged Al particles that structure
with the same periodicity K of light (Figure 14(a)). On the
other hand, they simultaneously used both, positive (Al) and
negative (carbon particles), which trap at different places,
separated by K/2, as expected for charges of opposite signs
(Figure 14(b)). Besides, there are additional works reporting
2D periodic patterning of charged particles that will be cited
in Section IVC.
C. Two-dimensional patterning
A key technological aspect for the practical application
of PV tweezers is the capability to obtain high quality and
flexible two-dimensional patterning. Esseling et al.27
reported first experimental demonstrations on two dimen-
sional DEP trapping of graphite particles using a spatial light
modulator and laser light. However, the usual parallel exper-
imental configuration presents serious limitations for such
DEP patterning due to the preferential direction of PV charge
transport along the polar axis parallel to the surface. As a
consequence, particle fringes parallel to this axis are not
allowed and the particles are trapped only at the boundaries
of the illuminated regions. These effects distort the particle
patterns that disappear at certain directions and are not a rep-
lica of the light distribution, as shown in Ref. 52 for a
Fresnel-lens type illumination and in Ref. 27 for a mosaic of
solid triangles. In this latter case (see Figure 15), the graphite
particles are trapped preferentially perpendicularly to the c-
axis at the edges of the triangles that are not sharply defined.
Elimination of this drawback is very important for the devel-
opment of PV tweezers and has been very recently addressed
using a new configuration, the perpendicular configuration
(already shown in Figure 5). The results are described in
Section IVC 1. Alternatively, one can use 2D electrophoretic
(EP) trapping of charged particles. This has been attempted
by Esseling et al.64 in a BSO crystal still using a parallel con-
figuration but applying an AC bias field. They illuminated
the crystal with a square pattern and obtained 2D structuring
with a discrete definition very likely due to the lower photo-
refractive fields generated in this non photovoltaic crystal.
1. Perpendicular configuration
The proposed perpendicular configuration uses Z-cut
substrates with the polar axis normal to the surface so that
the PV effect occurs mainly along this direction. A simple
schema to illustrate the bulk charge distributions generated
under homogeneous illumination for both, parallel and per-
pendicular, was illustrated previously in Figure 5. Note that
the perpendicular configuration is advantageous with regard
to the parallel one since all direction in the substrate surface
plane are equivalent for DEP as well as EP forces. A remark-
able contribution using this latter configuration to trap
charged particles (i.e., using electrophoretic forces) has been
recently published.70 Arbitrary 2D patterns have been
obtained with good quality, overcoming the limitations of
the parallel configuration used so far. An example of these
patterns is shown in Figure 16.
In addition, successful experiments of 2D PV patterning
in this perpendicular configuration but with DEP forces act-
ing on neutral particles have been also very recently
reported.59,71 2D particle patterns that are good replicas of
the corresponding light patterns are also obtained.
We believe that the perpendicular configuration is an
outstanding advance in the development of PV tweezers
assuring high quality 2D patterning of charged and neutral
particles and much simpler light control of the trapping
regions. This implies a remarkable progress that could con-
vert PV tweezers in a very competitive tool among optoelec-
tronic particle trapping techniques.
FIG. 13. Optical microscope image of a pattern with Al particles (d  70nm)
and a spatial periodicity K¼ 4.2lm that coincides with that one for the light
pattern. The light modulation is m¼ 0.9. Reprinted with permission from
Matarrubia et al., J. Phys. D 47, 265101 (2014). Copyright 2014 Institute of
Physics.
FIG. 14. (a) Particle pattern of posi-
tively charged aluminum particles with
the same period of light (K¼ 250lm).
(b) Patterns of negatively charged car-
bon (black) and positively charge alu-
minum (gray) particles aligned
alternatively. The period of each parti-
cle grating was 400lm coinciding
with the period of sinusoidal illumina-
tion. Reprinted with permission from
Zhang et al., Opt. Express 17, 9981
(2009). Copyright 2009 Optical
Society of American.
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D. Persistence and reconfiguration of particle patterns
The patterns are stable at room temperature (RT) in
accordance with the persistence of the photorefractive effect.
Although the PV field only operates during illumination, the
liberated electronic charges become finally trapped at
acceptor Fe3þ sites. The space-charge fields persist over a
long time that depends on the dark conductivity of the sam-
ple, i.e., on the doping level and oxidation-reduction state
([Fe2þ]/[Fe3þ]). Typical times are in the range of minutes-
months. However, the patterns can be erased either by uni-
form illumination or by heating the substrate above RT.
Therefore, one has a means to record sequentially different
patterns on the same crystal surface and so the patterning
method offers reconfigurability. A first demonstration of
these reconfiguration capabilities has been very recently
reported.72 In this work, two periodic particle patterns with
different orientations with regard to the polar axis (45
 and
90
) have been alternatively deposited as illustrated in
Figure 17(a). After PV field recording by holographic illumi-
nation, particle deposition on the substrate and homogeneous
light erasure to remove particles are successfully applied
several times. The resulting particle patterns are shown in
Figures 17(b)–17(d) demonstrating the reconfiguration capa-
bility. The suitability to apply the reconfiguration processes
in opto-fluidic channels is also proved.
On the other hand, diverse fixing73 techniques for the
recorded holographic PR gratings have been developed,
which permit the preparation of permanent patterns versus
thermal fading and homogeneous illumination. In fact, life-
times in the dark reach the scale of several years.74,75
V. COMPARISON WITH OTHER ALTERNATIVE
TECHNIQUES USING LiNbO3
As mentioned in the Introduction, a few alternative tech-
niques based on related physical principles have been pro-
posed for particle patterning on the surface of ferroelectrics
crystals such as LiNbO3. They differ from PV tweezers in
the way used to generate the electric field patterns responsi-
ble for particle manipulation. One approach takes advantage
of the electric field distribution generated under UV illumi-
nation at the surface of a patterned undoped LiNbO3, consist-
ing of domains having alternative poling vectors and so
alternative surface charges. The corresponding field distribu-
tion, showing high peak values at the domain boundaries,
have been calculated17 and can be used for patterning of
nanoparticles through two different strategies. One uses the
DEP and EP forces generated by those field patterns as in the
PV tweezers to decorate the domain boundaries.76 The other
FIG. 15. 2D pattern of graphite particles deposited on the surface of a x-cut
LiNbO3:Fe crystal illuminated with a mosaic structure of triangles.
Reprinted with permission from Esseling et al., Opt. Express 18, 17404
(2010). Copyright 2010 Optical Society of American.
FIG. 16. 2D pattern obtained from a suspension of charged particles depos-
ited by electrophoretic forces on a z-cut lithium niobate crystal; the inset
shows the corresponding light pattern. The microscope image shows that
charged particles adhere well to the previously illuminated regions without
any anisotropy. Reprinted with permission from Appl. Phys. Lett. 103,
061115 (2013). Copyright 2013 AIP Publishing LLC.
FIG. 17. Sequential switching of virtual electrodes in order to trap graphite
particles in a microchannel: (a) Illustration of the writing and erasure
sequence (including time scale) and (b)–(d) corresponding particle arrange-
ments. Reprinted with permission from Glaesener et al., Opt. Lett. 37, 3744
(2012). Copyright 2012 Optical Society of American.
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approach is based on the use of domain-specific reactions
and it is designated as ferroelectric lithography.33,77,78 The
fields are used to induce localized chemical reactions, nano-
patterned surface functionalization, and photoinduced forma-
tion of metallic nanostructures. In one relevant example,
patterns of silver nanoparticles are deposited on the PPLN
surface from an AgNO3 solution under UV-light exposure
with photon energy higher than the band gap (3.9 eV) (see
Figure 18). The photo-induced process produces electron-
hole carriers that migrate to the surface to reduce Agþ and it
results in preferential Ag0 deposition along the domain boun-
daries, where the field is higher. Then, the reduced silver
atoms nucleate to form larger clusters and nano-particles. A
good control of the technique has been already
reached35,77,78 as illustrated in Figure 18. One should note
that a similar procedure could operate using the PV induced
field patterns.
A related method uses a ferroelectric domain structure
that is heated to induce the evanescent electric field through
pyroelectric effect.22,49 The latter effect depends on the tem-
perature dependence of the spontaneous polarization of a fer-
roelectric material, like LiNbO3.
79,80 The basic pyroelectric
equation describing the pyroelectric current generated by a
temperature change dT writes
Jpyro ¼ p dTdt ; (19)
p being the pyroelectric coefficient.81 Under open circuit
conditions, this current can generate high electric fields at
the domain boundaries,82 which allow particle trapping and
patterning via dielectrophoretic forces. The method has been
used for assembling nanoparticles and nanotubes through
electrode-free dielectrophoresis to develop complex func-
tional capabilities.49,83 Reported applications in the biologi-
cal area include self-assembly of yeast cells as illustrated in
Figure 1949 and disinfection of aqueous solutions containing
nano- and micro-crystalline powders of lithium niobate and
lithium tantalite.48
Main advantages of PV tweezers over these alternative
methods are the flexibility of the light patterns to induce par-
ticle patterning, the reconfiguration capabilities, and the sim-
pler methodology. Anyhow, a deeper comparative analysis
of these effects is in order. On the other hand, a possible dis-
advantage of PV fields is the need of substrate doping to
have a large PV effect under visible light.
VI. APPLICATIONS OF PV TWEEZERS
The results and analyses presented in this review suggest
a large span of possibilities for application although only a
few ones have been demonstrated so far.
For Life Sciences, including biology, biomedicine, and
environmental sciences, the possible use of the PV fields is
quite open, mainly in connection with suitable microfluidic
devices.49,84 The miniaturization of fluid systems to create
microfluidic devices has opened a vast landscape in both sci-
ence and technology. For biology and biomedicine, lab-on-
chip devices with narrow channels of around 10 lm offer
interesting possibilities for cell manipulation enabling the
diagnosis of certain pathologies. A good example of this
strategy is provided by the work of Bao and Lu,85 which
uses microscale silica beds in a microfluidic channel to stop
Escherichia coli cells in solution. Subsequent electrical
pulses rapidly lyse the cells and release intracellular proteins
from them. Although in that work the electric fields are pro-
duced by conventional methods, the use of the PV method
would offer a promising alternative. In fact, more recently,
the PV strategy has been already applied to basic microflui-
dic experiments.27,69,86 In particular, in Refs. 69 and 86, the
authors implemented a two steps procedure. In a first step, a
microfluidic channel is fabricated on a polydimethilsiloxane
(PDMS) film deposited on a LiNbO3 substrate through the
photorefractive effect using a SLM for patterning the illumi-
nation. In a second stage, the PV effect is again used to pro-
duce nanoparticle trapping as described for the PV tweezers.
A rather different specific application of the PV method in
biomedicine to kill tumor cells cultivated on the surface of a
Fe:LiNbO3 sample by using visible light has been reported.
23
These results are illustrated in Figure 20, taken from that pa-
per, where the population of alive and death cells versus the
illumination time is plotted. Similarly, the use of the high
PV fields achieved by illumination has been proposed to kill
bacteria in polluted environments.87 For this type of applica-
tions, one should also mention that the pyroelectric fields
developed in micro- and nano-crystalline LiNbO3 has been
successfully used as a disinfection mechanism by killing E.
coli bacteria in aqueous solution.48 Finally, another related
applications manipulate different kind of bio-objects using
PV tweezers. For instance, in Ref. 88, alive bacteria are im-
mobilized on the PV substrate and oriented mainly along the
PV field (see Figure 21) and in Ref. 89 massive trapping and
patterning of spores and pollen grains are reported.
FIG. 18. (a) SEM image of the surface
of a Nd3þ doped PPLN crystal after
selective photochemical deposition of
Ag NPs; dark regions correspond to
c domain surfaces with a low Ag NP
density; light regions are cþ domain
surfaces with a higher density of Ag.
(b) Higher resolution SEM image
showing a domain boundary on which
a chain of Ag nanoparticles has been
formed. Reprinted with permission
from Yraola et al., Adv. Mater. 25,
910 (2013). Copyright 2013 John
Wiley and Sons.
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For Photonics and Integrated Optics, a relevant and
quite feasible application to photonic technologies consists
in the fabrication of masks and diffractive optical elements
that can be reconfigurable, such as holographic gratings,
Fresnel lenses, and Bragg reflectors for laser technologies.
These devices would be simply based on the holographic
patterns already achieved with metal nanoparticles.26,52 In
this case, one could benefit from the enhancement scattering
effects associated to plasmon resonances in nanoparticles
and nanowires. On the other hand, a recent work61 has
extended the operation of the PV patterning method to wave-
guide substrates on LiNbO3, which can be fabricated by a va-
riety of techniques.90,91 This opens the way to fabricate
micro- and nanostructures for integrated optics components
such as holographic coupling devices and Bragg reflectors
for waveguide lasers. A different relevant application61 has
used proton exchanged and swift heavy ion irradiation
waveguides on Fe:LiNbO3 to visualize the photorefractive
optical damage along propagation of a light beam through
the waveguides. Aside from illustrating the good capabilities
of the waveguide configuration for trapping and patterning
of nanoparticles (see Figure 22), the image reveals the devel-
opment of noise scattering gratings responsible of photore-
fractive beam fanning and degradation.92,93 Moreover, a
main advantage of the waveguide configuration is a much
faster response time in comparison to bulk substrates.
In Nanoelectronics, miniaturization of electronic devi-
ces requires the development of metal nanowires as intercon-
necting components at the nano-scale. The PV methods here
described may provide a possible solution. Moreover, linear
arrays of metal nanoparticles may lead to the fabrication of
nano-optical circuits for optical confinement at the
nanoscale.
Finally, there are, also, other fields, where the PV
method may be useful such as for sensors devices. For exam-
ple, the evanescent PV fields responsible for the trapping and
patterning effects can be used as a charge sensor for the
trapped particles70 as illustrated in Figure 23.
VII. SUMMARYAND OUTLOOK
The review has offered an up-to-date perspective on the
state of the art for the novel trapping and patterning method
of nanoparticles, based on the PV properties of LiNbO3. The
FIG. 19. (a) Large and (b) magnified
view of yeast cells trapped via the
pyroelectric effect on the surface of a
hexagon square array PPLN pattern
(period of 200lm). Reprinted with
permission from Grilli et al., RSC
Adv. 4, 2851 (2014). Copyright 2014
The Royal Society of Chemistry.
FIG. 20. Evolution of the percentage of Hella cells with normal morphology
(circles) and necrotic morphology (squares) cultured on the Fe:LiNbO3 crys-
tal surface and exposed during 30 min to light (546 nm, 66.6 J/m2).
Reprinted with permission from Blazquez-Castro et al., Photochem.
Photobiol. Sci. 10, 956 (2011). Copyright 2011 The Royal Society of
Chemistry.
FIG. 21. Images of E. coli bacteria chains aligned perpendicular to the pho-
torefractive grating planes recorded in Fe:LiNbO3. Chains longer than
10lm are marked. The grating period is 25lm. Reprinted with permission
from Miccio et al., Opt. Laser Eng. (published online). Copyright 2015
Elsevier.
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method is still young and under development, so that only a
few of its promising capabilities have been exploited.
The main output of our work is that one can use the high
PV effect of LiNbO3 to trap and arrange micro/nanometric
particles according to patterns that can be governed by
imposed light intensity profiles. The so called PV tweezers
allow combining the imaging (parallel) massive capabilities
of light with the nonlinear photorefractive response of
LiNbO3 and other non-centrosymmetric crystals. The
method offers an outstanding flexibility, since neither elec-
trodes nor voltage suppliers are required and patterns can be
easily erased and reconfigurated. 1D as well as 2D arrange-
ments have been already demonstrated and, in principle, sim-
ple 3D structures might be also obtained taking advantage of
the spatial range of the electrophoretic and dielectrophoretic
forces in the direction normal to the PV substrate.
Although the basic model to describe the PV patterning
effects is well understood, its application to the very promis-
ing perpendicular configuration is still at a first stage.
Moreover, there are still many basic questions that should be
clarified such as the effect of the competition of electropho-
resis and dielectrophoresis that can appear in some experi-
ments or the contribution of the interaction between
polarized particles. So far, the minimum periods achieved
are of a few micrometers although further optimization of
the experimental procedures should allow reaching sub-
micrometric periods much more interesting for applications
in nanotechnology. Moreover, the dynamic effects associated
to variable light illumination or moving light patterns have
been scarcely investigated so far, even they may have inter-
esting applications for manipulation of nano-objects. For
example, one could shift the trapping patterns by moving the
substrate or, alternatively, by running the light fringes profile
introducing a variable phase-shift on one of the interfering
beams. Another interesting route to explore is the combina-
tion of photovoltaic and pyroelectric effects in mono- or
poly-domain substrates in order to expand and/or optimize
the capabilities of trapping and patterning. As for applica-
tions, although a few ones have been already demonstrated
and reviewed here, the potential of the method still remains
mostly unexplored. New applications in the fields of pho-
tonics, nano-, or biotechnology such as those already sug-
gested (generation of plasmonic nanostructures, fabrication
of diffractive devices, or patterning and manipulation of bio-
objects, etc.) should be developed in the near future. It is
expected that this review may stimulate research activity in
those directions.
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